T

-

g

-

R

€S

ACEser




AluClikfacade louver is a modular

interlocking louver system. ¢ian Our facade louvers are popular
be assembled on site quickly, usi due to their ease of use, and the
modular componentsHighquality sl being longlasting and functional.
fastmounting installation system Facade louvers are easily installe

saves time and installation costs fireproof and moistureproof.

during construction.

We provide special solutions in

available. architect.




Adaptive and muHi
use system

A AluClik louver system can be assembled on
site quickly, It can be used as a wadised
element or floor based element. Can be
mounted horizontally or verticall\Vhich
makes it possible to be used as beautiful
fence
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optimal use

A AluClik louver is a popular choice for modern
buildings, especially for shopping centres, office
buildings and car parkinigcilities

A The louvers can also be used for upholsteries for less
spectacular surfaces, such as hiding technology.



Louveredroof
EquipmentScreens

A AluClik Louvers can be used as vision
barriers to hide mechanical equipment and
other unsightly items. Louver blades allow
airflow and reduce the wind loads imposed
on structural framing

LT




)
S0 AR 2,

22

T e
SO ST

optional accessorie

A Systems for installing removable boards

A Protection net from birds andmall
animals

A Movement joints
A Stormprotection system




High light permeability
and clear vision

A AGE Sun Shade Louven® lightweight,
overhead windows or froatmounted sun
protection systems. They prevent excessive

— e heat and dazzling sunlight coming indoors
I I === without blocking the visibility outside.
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Material& finishes




Environmentally friendl§&Competitive prices




Lamella length Max 3600 mm

Recommended distance between mounting profiles c/c 1500 mm

Click here to
DOWNLOAD



http://www.alupro.com/

Specifications

x Louvre blades:

AMaterial : Aluminium
extrusions,

ABlade thickness: Minimum
1,5 mm

ASurface treatment: powder
coating

AFittingmethod:Clickhe
louvre blades onto the
Bracket in accordance with
0KS YI ydzFl Of
instructions




Specifications

x collecting system:
A Types:

A Wall based support profile 25 m
A Wall based support profile 76 m
A Floor based support profile

A Material: Aluminium extrusions

A Width: checkDrawingthe frame type

A Profilethickness Minimum 2,0 mm

A Surface treatment: powder coating

A Fitting method Either bolted through
bolts to the wall or fixed by a metal
flange to the floorin accordance with
GKS YI ydzFl Ol dzZNB NX]

collecting system




Wall based
and floor
based

collecting
system




Recommended distance between mounting profiles c/c 1500 mm

upper unit
§
Recommended ibsigel®
gaps between =
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Packaging and
shipping

A AluClicldistinguished the possibility of
packaging within a compressed and minor
size container, which saves a lot of freight
charges




Projects



